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OPTICAL CROSSS CONNECTION OUTDOOR CABINET G-GPX218-SB2  

The G-GPX218-SB optical cross connection outdoor cabinet is used for the 

connection, distribution and dispatch of communication optical cables at 

optical distribution nodes outside the central office. 

 

The product provides safe, reliable and flexible optical line management 

and It is a kind of outdoor optical distribution equipment used for large-

capacity and high-density optical distribution nodes in an FTTH network. It 

consists of splitter module, splicing & termination box, and parking area. 

 

Pigtails led out of the optical splitter can be connected freely with the 

backbone optical cable or distribution cable to form different routes. 

 

The storage length of pigtails can be adjusted in the storage area to meet 

the requirements of different optical channels, depending on optical chan-

nel dispatch requirements and the length of routes. 

 

Pigtails in the optical splitter, if not used temporarily, can be stored in the 

berthing area. 

 

  

Features 

MODEL GPX218-SB2  

Length (mm)   375 

Width (mm)   720 

High (mm)  

  

1450 

Path pannel SC/APC  288 

Splitter Module  Optional 

Temperature  -40ºC ~ +60ºC 

Environmental humidity  < 95% to 40ºC 

Atmospheric pressure  70 kPa ~ 106 kPa 

Dust and splash-proof  IP65 

Flammability  GB 5169.7 

lEC 60695-2-4/0 

Mechanical strength  >1000 N 

 

Applications 

� Telecommunications 

� FFTH 

� CATV 

 

 

 


